
Ground rod

driven into

surface @

 minimum of 12"

Ground rod be

@ minimum

length of 8' .

Weatherhead/

service entrance

must be within

2'  of the top of

the pole but

not above

Point of attachment

Pole to be round

and 6" minimum

in diameter.

Meter

Weatherproof Fused Disconnect

Ground wire must be

#6 solid copper and

must be continuous

from the ground rod

to the grounding bar

in the meter can.

A minimum of 18"

pigtails must extend

from weatherhead

with neutral pigtail

marked.

5'-6" Required height

of meter above

ground surface.

Set 16'  meter

pole @ 4'  deep

into surface.

A minimum of

24" cover is

required.

Distance between point

of attachment and

ground level will be

@ a minimum of 12'

or determined by

CCECA Representative.

DRAWN BY:

CHECKED BY:

DATE:

SCALE:

SHEET NO:

Cherokee County
Electric Cooperative

29880 Highway 69 North

Rusk, Texas 75785

Telephone: (903)-683-2248

Fax: (903)-683-5012

www.cceca.net

Submittal/Revisions Date By

Overhead Service

Setup for 16' Meter Loop

Cooperative Wiring Specs.

CDN

BB

9/3/2013

1/2" = 1' - 0"

1

- - -

- - -

- - -

- - -

- - -

- - -

- - -

- - -

- - -


